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Inctrasentetion a8 we know 1t from aerizl shotograpay is vrimarily
located on the Tyure TamfKemchatka Missils Test Ranse and om the Kapustin
Yar iissile Pest Runge. I will just discuss that instrunentation found

- 25X
on the TT Range end then that found on tne K/Range.

Each

. \ : . 25X1
tower is rositicned spproximately .5 feet from the center of the servicing

/ 25X 1
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™F SECHET 25X1
A posaiblét%hizd collimation tover is located K00 feet vest of the 25X
servicing tower. It is s uroximetely coum with the lsunching
slatform and &n eleetronic installation loceted 15,000 feet west of t.he
X1
A radioc compond guidance system would yTobably ewmploy fixed rather than
S 25X
mobile sites at a test mange.
TOP SECHET 25X
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TOP ZBCRET

Liotramentation fucilities eomprising the 9T Range can be grouped #*0
3 major categories:! yrange heed, down rmnge, and terndnal renge.

Hithin the range head area there are ayproximstely 15 instrunentetion

sites.

\t!:m Interferometer Instrumentaticn Site

and the Instrumentation Control Center both of which are located

approximately 4700 feet SW of the launch platform,

The interfercmeter instrumentation site consists of six

radowes comnected Ly cables which form a "Plus” configuration.

Doulle rodomes sxe located st the end of two of the legs apd single
rodames are located at the end of the othey two legs. A line bisecting

the ungle formed by the two legs with only ome rodome at the end extends

An earth covered bunker is loeated neer the

center of the clus" configuration. BPuried eables conmect this bunker

with & swaller bunker to the SE and to the Tnztrumentation Contact Center

an ’/
locuted 1140 feet to the E~SE. Due o its orientation znd shot base line
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this facility is eonsidered not tc be a guidasce facllity Wt is probably 25X1

used to mwrovide trajectory dste and Tlight s‘-h,; informeticn.

The prizary features within the instrumentation eoptyol center are o

provable instrumentation control cester Wuilding and e redoneboth 25

oriented toward the launch platforu. 25

‘pproximately 30 down Yasge instrumentstion sites hove been identified.

25X1

5ites U and 27 are both mu or down range instrumentstion sites. Site 20
consists of tracking instruents, mmercus Wuildings, aml 2 sod landing
stris.

Site 2. also comsists of tmchins instruments {mﬁ mmz;ous aildings.

Site 30, locuted nemr site 2U, 48 probebly the most interesting of the

X1

dovwn rense sites.
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Sever instrumentation sites, & prodable rader ploket ahip, a mrobable
o matmmﬁtaticm control center with an assccicted ecommnication station,
and & commnication outstation have been identified vithin the serntual
range area of the Kamchatka Peninsula covered 'bw’ photograpty.

Although all of these sites axe si@aiﬂ;:ﬁgt the ones which have received
the most are an interfersmeter instrumentation site located 8 mm North of Uka,
s8 probable interfercmeter site under eemstruction loczted 60 mm to the SW
of the Iuterfercmeter nesr Uk:. The redsr picket ship located within the

Czernoy Buy, and the communication station at Klyuchi ryreviously discussed

The Interferometer site located near ke is idential to the site vithin
the roage hecd area. Supporting facilities include & large fenced orea
containing mumercus tuildings and instruments snd < smaller fenced ares
containing o smell redio stetion.

The probeble interferometer instrumentation site undey comstruction locsted

60 me to the SW has similsr supportingfacilities plus a sod leunching strip.
' 25X
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Thais interfercmster differs from the cother two mentioned in that the dlgbance

between the double radores measures
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